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PAC-125 10-Slot Full Size Industrial PC Chassis

PAC-100A/120A 6/10-Slot Full Size Industrial PC Chassis

(PAC-120A)

Specifications
● Front panel made by plastic
● AT type KBD connector on front panel with cap protection
● Drive Bays :

● One 8cm ball bearing cooling fan with removable filter
● Designed with anti-vibration card clamp to keep system stable
● Supports backplane : 

– PAC-100A : BP-6S, IP-6S, PCI-6S
– PAC-120A : BP-10S, IP-10S, PCI-10S, PCI-10S2

● Supports power supply : PS/2 size AT/ATX power supply 
(ACE-93x/92x/916 series and ACE-828 series)

● Vibration : 5~17Hz, 0.1" double amplitude displacement
17~640Hz, 1.5G acceleration peak to peak

● Shock : 10G acceleration peak to peak (11ms)
● Color : Industrial Green (PANTONE 417C)
● Dimensions : 

– PAC-100A :232(W) x 175(H) x 419(D)mm; (9.1"x6.9"x16.5")
– PAC-120A :321(W) x 175(H) x 419(D)mm; (12.6"x6.9"x16.5")

● Net/GW (kg) : 7/9(PAC-100A), 8/11(PAC-120A)

Dimensions: (PAC-100A)
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Ordering Information:
PAC-100AG/ACE-920A :
6-slot compact chassis with ACE-920A power supply
PAC-120AG/ACE-920A :
10-slot compact chassis with ACE-920A power supply
PAC-120AGM/ACE-920A :
AT MB compact chassis with ACE-920A power supply
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PAC-125W

The Internal
Configuration!

Specifications
● Front panel with lockable door to protect the system
● Drive Bays : – 1 x 3.5" FDD

– 1 x 5.25" Drive
– 1 x 3.5" HDD

● One hot-removable 8cm ball bearing cooling fan with filter
● Designed with fan fault detecting system
● Designed with anti-vibration card clamp to keep system stable
● Supports baby AT form factor PC motherboard
● Supports backplane : BP-10S, BP-10SD, IP-10S, PCI-10S
● Supports power supply : PS/2 size AT/ATX power supply 

(ACE-93x/92x/916 series and ACE-828 series)
● Vibration : 5~17Hz, 0.1" double amplitude displacement

17~640Hz, 1.5G acceleration peak to peak
● Shock : 10G acceleration peak to peak (11ms)
● Color : White (PANTONE 413C)
● Dimensions : 320(W) x 175(H) x 419(D)mm; (12.6" x 6.9" x 16.5")
● Net/GW : 9/13 (kg)

Ordering Information:
PAC-125W/ACE-920A :
10-slot compact chassis with ACE-920A power supply

Dimensions:


