
7.283
(185.0)

2.56±0.05
(65.0±1.3)

3.85±0.05(97.7±1.3)

7.972
(202.5)

8.031±0.015
(204.0±0.4)

7.402
(188.0)

12.1" Resistive Touch Screen

	 	

8 pin female
Berg connector
P/N 65801-008
(see Table 1)

(see Detail B) CL

CL10.551±.015(268.0±0.4) Backer

10.491(266.5) PET circuit

0.35
(9.0)

0.30
(7.5)

4mil±2mil Dia.
(0.1±0.05 Dia)

140mil
(3.56)

Table 1
(pin assignments)

0.03
(0.8)

0.47(12.0)
0.41(10.5)
0.03(0.8)

0.55(14.0)9.685(246.0) Active area

A

A

Detail B
(Dot information)

Tolerances

All tolerances unless otherwise
stated, as follows:

Decimal tolerance
(1.)	 ±.05
(1.0)	 ±.05
(1.00)	 ±.03
(1.000)	 ±.010

9.843(250.0) Viewing area
9.963(253.1) Spacer opening

3.36(85.3) Ref.
to     pin 1

	 	 Pin# 	 	 Assignment

1
2
3
4
5
6
7
8

Bottom excite
Bottom sense 
Top sense
Top excite
Right excite
Right sense
Left sense
Left excite

All dimensions in inches (mm for reference only)
Not to scale

Call Toll-Free 1-888-568-6224

0.90
(22.9)

Optical adhesive

0.062" Chemically
strengthened glass

0.082+�0.008/-0.013
(2.1+�0.2/-0.3)

Spacer adhesive

HCG12 hardcoat

PET ANR stable circuit

PET flex circuit

Section A-A

Notes

•	 PL75 (75% Transmission)
•	 Workmanship standard per Dynapro
	 document PSO14.
•	 Refer to:
	 -Dynapro Touch Screen Integration Guide.
	 -Data sheet 1005 for hardcoat specifications.�
       -Dynaclear-PL75 Resistive Touch Screen
         Specifications at www.dynapro.com
	 -Stock touch screen drawing no. 95419-34 
    	
	

Viewing area

Backer

PET circuit edge

Gasket placement area

0.06(1.5)

0.24(6.0)

0.14(3.5)

0..33(8.5)

0.08
(2.0)

0.05(1.3)TYP

0.05(1.3)TYP

Active area

Bezel edge

Spacer opening


