
CR-6190
6U 20-slot Rackmount Chassis

Features
� 6U-high rackmount chassis
� Supports 20-slot backplane 
� Supports six hot-swap SCSI hard disk drives and  

two front accessible 5.25” drive bays for CR-ROM  
and FDD 

� Four hot-swappable cooling fans and one blower for
better cooling

� 900W 3+1 redundant power supply
� Validated by Interactive Intelligence Inc.*

Introduction
The CR-6190 is a 6U-high 19” rackmount chassis with 
a 900W 3+1 redundant power supply and supports a 
20-slots blackplane. It supports six hot-swap SCSI HDD
and two front accessible 5.25” drive bays for CD-ROM

and FDD.  For maximum airflow and system reliability,
one 25.4 CFM blower is integrated into the chassis, along
with four hot-swap fans, at 110 CFM each. The CR-6190
is validated by Interactive Intelligence Inc.*

The Specifications are subject to change at any time without notice.
*Only X-1316U19-001 is validated by Interactive Intelligence Inc.*.

Please call for additional information.

Your ePlatform Service Provider

Ordering Information

6U-high rackmount chassis with 900W redundant power supply, six front removable SCSI hard
disk drive cariers, four hot-swap fans and one blower

Model Name Description

CR-6190

Specifications
� Construction: 16 and 18 gauge CRS with zinc plate chassis
� Backplane: Supports 20-slot backplane
� Power Supply: 900W 3+1 redundant power supply 
� Drive Bay: Supports six hot-swap SCSI HDD and two front accessible 5.25” drive bays for CD-ROM and FDD
� Cooling: Four 110 CFM hot-swap fans and one additional 25.4 CFM blower.
� Indicators: Individual SCSI power and disk drive activity, IDE disk drive activity, and power on indicator.
� Dimension (W x H x D):  17" x 10.5" x 20" (432 x 267 x 508 mm)
� Weight: 80 lbs

Chassis

Backplane
15 ISA/ 4 PCI/ 1 CPU backplane
11 ISA/ 7 PCI/ 1 CPU backplane
8 ISA/ 10 PCI/ 1 CPU backplane
1 ISA/ 17 PCI/ 1 CPU backplane

PCA-6120P4
PCA-6119P7
PCA-6119P10
PCA-6119P17

Dual socket 370 Pentium III single board computer with 64-bit PCI/ VGA/ LAN/ HISAPCA-6278VE

Single Board Computer
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Interactive Intelligence--System Configuration Part Number X-1316U19-001
Includes:

6U-high rackmount chassis with 900W redundant power supply, six front removable SCSI hard
disk drive cariers, four hot-swap fans and one blower

Model Name Description

CR-6190

Chassis

Backplane
1 ISA/ 17 PCI/ 1 CPU backplanePCA-6119P17

Dual socket 370 Pentium III single board computer with 64-bit PCI/ VGA/ LAN/ HISAPCA-6278VE

Single Board Computer


