
19" 4U CPCI rackmount chassis

1 x system slot, 7 x peripheral slot

Compatible with AC/DC input, supporting two redundant power supplies (350W) or one 

non-redundant power supply (350W)

Provides a 6" screen display (supports touch screen)

Convenient to insert or pull out the cards

The images are for reference only, and all product specifications are subject to change without notice.9-17

CPCI Platform6U CompactPCI Chassis

The images are for reference only, and all product specifications are subject to change without notice. 9-18

Dimensions

CPCI Platform6U CompactPCI Chassis

CPC-8404

Features

Specifications

Model Number

  
CPC-8404C/non-redundantAT X/touchscree n/CPC-1711/160G

  

CPC-8404C/non-redundantAT X/touchscree n/CPC-1711/160G
  

CPC-8404C/CPC-9208/350W/non-redundantATX /touchscre en  

CPC-8404C/CPC-9208/350W/non-redundantATX /touchscre en

Part Number

Ordering Information

Description

0010-002540

0010-002541

0020-007241

0020-007240

     Complete PC: 160G/24X ultra slim/non-redundant
    ATX/CPC-1711/CPC-8404C/touchscreen160G/24X ultra slim/non-redundant
 ATX/CPC-1711/CPC-8404C/touchscreen

Packing List

One CPC-8404 Chassis

One User Manual

One box of accessories

19” 4U CompactPCI Chassis

Standard 4U 19” CompactPCI rackmount chassis

6U 8-slot H.110 CPCI backplane, PICMG2.0, R3.0-compliant

6” display screen (supports touch screen)

               Compatible with AC/DC input, supporting two redundant power supplies (350W) or one non-redundant power supply (350W)

         1 x 3.5” HDD bay, 1 x 5.25” CD-ROM bay

   GB/T 17618-1998, GB9254-1998

   5-17Hz/mm amplitude; 17-200Hz/g acceleration

   10g acceleration, 11ms duration

    445mm(L) x 177mm(H) x 298mm(D)

0 ~50

 20%~95%, non-condensing

-20 ~60

CE, RoHS

Chassis

Backplane

Display Screen

Power Supply

Driver

EMC

Anti-vibration

Anti-shock

Dimensions

Operating Temperature

Operating Humidity

Storage Temperature

Certification

     

Complete PC/RoHS: 160G/24X ultra slim/non-redundant ATX/CPC-1711/CPC-8404C/ 

touch screen     

Chassis/RoHS: 350W non-redundant ATX/CPC-9208/CPC-8404C/touch screen    

Chassis: 350W non-redundant ATX/CPC-9208/CPC-8404C/touch screen
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