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Segmented and Segmentable Backplane

PICMG standard

Shared power source

12-pin standard PC power connector (P8 & P9) and ATX 
power connector

Five position screw mount terminal block power connectors

Power LEDs for +5V, -5V, +12V, -12V and +3.3V

Configured for two segments that support dual systems 
within a single enclosure

Segment 1: One PICMG / Two ISA / Four PCI bus slots 
- Two 5-pin header and one AT/XT keyboard connector cable

Segment 2: One PICMG / Two ISA / Three PCI bus slots 
- Three 5-pin header for keyboard connector cable

Each segment can be independently turned on/off

Dimensions : 317mm x 260mm (12.5” x 10.24”)
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13-Slot (7+6) PICMG PCI/ISA Segmented Backplane

PICMG standard

Configurable power source

12-pin standard PC power connector (P8 & P9) and ATX power connector

Five position screw mount terminal block power connectors

Power LEDs for +5V, -5V, +12V, -12V and +3.3V

Configured for two segments that support dual systems within a single 
backplane

Segment 1: One PICMG / Four ISA / Four PCI bus slots 
- Three 5-pin header and one AT/XT keyboard connector cable

Segment 2: One PICMG / Four ISA / Four PCI bus slots 
- Three 5-pin header for keyboard connector cable

Each segment can be independent on/off

Dimensions : 260mm x 416mm (10.24” x 16.37”)
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18-Slot (9+9) PICMG PCI/ISA Segmented Backplane




