
Removable 2.5"  HDD bay

COM port x 2
RS-232 for system console

USB port x 2
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Network
Security 

Appliance 
System

 1U rackmount network platform

 Support Intel  Pentium  III(Tualatin) Processor up to 1.4GHz+ 

 Built-in twelve 10/100 Ethernet ports 

 One removeable 2.5" HDD bay

 On-board Compact Flash socket

Feature

1U Rackmount Network Security Appliance with 
12 Ethernet Ports

Power LED

Twelve 10/100 Ethernet ports



Specification

Construction                                         1U rackmount chassis, heavy-duty steel

Dimension                                              426(W) x 305(D) x 43.5(H) mm (16.8" x 12" x 1.72") 

Processor                                               Support Intel Pentium III (Tualatin) processor up to 1.4GHz+

Chipset                                                    Intel 815E (B step)
o  Memory                                                   Max. 512MB SDRAM, 168-pin 25 DIMM socket x 1

                                                                  Optional on-board SDRAM up to 256MB

Storage                                                   One removable 2.5" HDD bay

                                                                  On-board Compact Flash socket
        Cooling system                             Two 40mm fans for system cooling

System control and indicator            Power LED x 1

                                                                  Power on/off switch x 1 (rear)

                                                                  Act/ Link, 10/100 LED x 12 on RJ-45 

Ethernet                                                  10/100 Base-TX port x 12

                                                                  Intel 82559ER x 11, Intel 82562 x 1

                                                                  RJ-45 with LED x 12

System console port                           COM port x 2 (rear), RS-232 DB-9 connector

                                                                  USB x 2 (rear)

Expansion                                              Riser Card : one PCI slot (optional) 

Power Supply                                        180W ATX power supply 

                                                                  AC/DC 90 ~ 264V full range @47 ~ 63 Hz

Color                                                       PANTONE 295U
O OEnvironment                                         Operating temperatures : 0  C to 40  C 
O O                                                                 Storage temperatures : -20  C to 80  C 

                                                                 Relative humidity : 10% to 90% (Non-condensing)

Certification                                          CE

                                                                 FCC 

NSA 1120

 All brand name and registered trademarks used in this datasheet are the property of their respective owners.
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HEADQUARTERS

Chassis

1U rackmount

1U rackmount

Ethernet port

12

12

COM port

2

2

Compact Flash

Yes

Yes

Power Supply

180W

180W

Ordering Information

                                                                                     

Model Name

                                                                                                        

   

NSA 1120P

NSA 1120L

NSA 1120 Series 

LCM Module

No

Yes

Description

One PCI 32-bits slot 

Model Name

EBK NPCI

Optional Accessory

USB port

2

2
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