
Rugged system for IBASE IB884T 3.5” SBC

Features
● Fanless System for IBASE IB884T 3.5” SBC    
● Onboard Intel® Atom™ Processor  
    Z520PT,1.3GHz
● Available in Silver color   
● One 2.5” HDD or SSD 
● Internal Compact Flash socket   
● Front panel I/O for USB, VGA, COM, LAN and 
   DC-in connector 
● DIN-rail mounting 

RSB200-884T

Mechanical
and Environmental 

Ordering Information

Operating 
Temperature -40°C~ 70°C (-40°F~158°F)

Storage 
Temperature -20° ~ 80°C (-4°F~176°F)

Relative Humidity 5~90% @ 45°C, (non-condensing)

Vibration TBD

RSB200-884T

Fanless System with IBASE IB884T-13 3.5” 
SBC, w/ Intel Atom Z520PT(1.3GHz) CPU, 
1GB DDR2 SO-DIMM , 2.5” 40GB industrial-
grade HDD, 60W DC power , DIN rail mounting 
bracket

Embedded Systems
SBC System

Specifications 
System Mainboard IB884T-13

CPU Type Intel® Atom™ Processor Z520PT

Memory 1.3GHz

System Speed 1 x DDR2 SO-DIMM, Max. 1GB

Construction Steel + Aluminum

Chassis Color Black + Silver

Front Panel External 
I/O

1x VGA, 1x COM, 2x USB ports, 1x RJ45 , DC-in 
connectors

Storage 1x 2.5" HDD or SSD 

Power Supply 1x Compact Flash Disk

Mounting 60W DC power supply

Dimensions DIN rail mount

187mm(W) x 126mm(D) x 53mm(H)

Remarks: 1. ODM/OEM is available
                 2. Specifications are subject to change without prior notice.

For user’s manual & datasheet download, visit www.ibase.com.tw

Environmental
Operating 
Temperature 0°C~ 45°C (32°F~113°F)

Storage 
Temperature -20° ~ 80°C (-4°F~176°F)

Relative Humidity 5~90% @ 45°C, (non-condensing)

Vibration CFD: 5 grms / 5~500Hz / random operation
HDD: 0.25 grms / 5~500Hz / random operation

Ordering Information 

CMI300-890N4

Fanless System with MI890-N4 Mini ITX MB, 
w/ Intel N455(1.66GHz) CPU, 2GB DDR3 SO-
DIMM , 2.5” 160GB HDD, 60W power adaptor, 
mounting brackets

Features 
● Fanless System for IBASE MI890 Mini-ITX 
   motherboard    
● Onboard Intel® Atom™ Processor N455,1.66GHz
● Available in black color   
● One 2.5” HDD  
● Rear panel I/O for USB, VGA, COM, Audio,  
   LAN and DC-in jack 
● 2 USB in front easy for connection  
● Light and small 
● Power button with LED in the front
● HDD status LED bar in the front 

Slim Type for IBASE MI890 Mini-ITX Motherboard

CMI300-890

Remarks: 1. ODM/OEM is available
                 2. Specifications are subject to change without prior notice.

Embedded Systems
Mini-ITX System

Specifications 
System Mainboard MI890

CPU Type Intel® Atom™ Processor N455

System Speed 1.66GHz

Memory 1x DDR3 SO-DIMM, Max. 2GB

Construction Steel

Chassis Color Black

Front Panel 
External I/O Power button, 2x USB ports

Rear Panel 
External I/O

1x VGA, 4x COM, 4x USB ports, 2x RJ45 connectors,  
Audio, DC-in jack , Antenna hole (reserved)

Storage 1x 2.5” HDD drive bay

Power Supply 60W power adaptor

Mounting Desktop or wall mount

Dimensions 200mm(W) x 200mm(D) x 62mm(H)

AMD G-Series APU Mini-ITX Motherboard w/ AMD A55E chipset

AMD G-Series-Based

Features 
● Supports AMD G-Series T56N / T48N / T40N  

    processors, up to 1.65GHz

● 2x DDRIII DIMM, Max. 8GB

● 2x PCI-E Gigabit LAN

● Supports dual display

● Watchdog timer, HD Audio

● 4x SATA III, 8x USB 2.0, 4x COM 

● 1x PCI, 1x PCI-E(x1), 1x Mini PCI-E(x1)

MI958 

System
CPU AMD G-series Dual-Core APU onboard, up to 1.65GHz

System Memory DDR3 DIMM x 2, Max. 8GB

System Chipset AMD A55E FCH

BIOS AMI

Watchdog Timer 256 levels

SSD N/A

H/W Monitor Yes

Expansion Slots 1x PCI, 1x PCI-E(x1), 1x Mini PCI-E(x1)

Graphics
VGA Controller AMD G-Series APU built-in RadeonTM  HD6320 (G-T56N) / 

RadeonTM  HD6310 (G-T48N) / RadeonTM  HD6290 (G-T40N)

VGA Memory Shared memory Max. 256MB

Display Interface Onboard CRT, DVI-D & 18-bit single channel LVDS

Ethernet
Controller 2x Realtek 8111E Gigabit LAN

Connector Dual RJ-45 on board

Multi I/O
Chipset Fintek F81865-I

3x RS232, 1x RS232/422/485, 4 x SATA III

USB 4 ports onboard
Pin header for 4 ports (USB 2.0)

Audio Built-in HD audio + AC97 codec (ALC269) for 2.1 CH

Others Digital I/O (4-in/4-out)

Mechanical 
and Environmental

Dimensions 170mm x 170mm (6.7” x 6.7”)

Max. Power 
Requirement TBC

Operating 
Temperature 0°C~60°C (32°F~140°F)

Storage 
Temperature -20°C~80°C (-4°F~176°F)

Relative Humidity 10%~90% (non-condensing)

Ordering Information
MI958F-16 

AMD G-T56N (1.65GHz) + A55E Mini-ITX 
motherboard with VGA, DVI, LVDS and Dual 
Gigabit LAN

MI958F-14 
(by request w/ MOQ)

AMD G-T48N (1.4GHz) + A55E Mini-ITX 
motherboard with VGA, DVI, LVDS and Dual 
Gigabit LAN

MI958F-10 
(by request w/ MOQ)

AMD G-T40N (1.0GHz) + A55E Mini-ITX 
motherboard with VGA, DVI, LVDS and Dual 
Gigabit LAN

8
USB

4
COM

2
GbE LAN

4
SATA III

Remarks: 
1. For optional daughter boards and riser cards, please refer to page 19-20.
2. Specifications are subject to change without prior notice.
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