
DM & SRM Series Industrial 12.1", 15", 17", 18"

Dimensions –DM121 & SRM-121 (A)

Dimensions–DM150 & SRM-150 (A)

Dimensions–DM-170 & SRM-170 (A)

Dimensions–DM-181-AL

ICP's SunRead series of enhanced ultra-
high brightness TFT LCD color panels 
comes in four sizes and with our proprietary 
direct edge lighting and backlighting 
techniques.  Our SunRead series are 
available from 725 to 1750 nits and comes 
with up to 16.7 million colors.  These 
products are modeled to handle outdoor 
applications, such as KIOSK, ATMs, and car 
navigation systems...etc.
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Models DM-170/SRM-170(A)DM-121/SRM-121(A) DM-150/SRM-150(A)
Display Type
Max. Resolution
Max. Color

Brightness(cd/m2 )

Analog VGA Input
Hor Frequency
Ver Frequency
Digital Input
By DVI connector

LCD MTBF

Backlight MTBF

Power 
Requirement

Storage Temp.

Operating Temp.

VESA-compliant 
75mm wall/arm 

OSD control keys

Optional ARM

Rack mount kit

Optional Touch
Screen

Net/GW (kg)

SXGA TFT
1280x1024

16.7M
250(DM-170)

725(SRM-170)
Yes

15-80KHz
55-75Hz

Yes

50000 hrs
25000 hrs(DM-170)
30000hrs(SRM-170)

12VDC or 24VDC
auto-selection

-20°~60°C
0°~50°C(DM-170)

0°~40°C(SRM-170)

Yes

Yes

ARM-31 ARM

RK-170

T-R170B (Res.)
T-C170A (Cap.)

5/10 (DM-170)
8/12 (SRM-170)

SVGA TFT
800x600

262K
250(DM-121)

1308(SRM-121)
Yes

15-50KHz
55-75Hz

No

50000 hrs

30000 hrs

12VDC

-20°~60°C
0°~50°C(DM-121)

0°~40°C(SRM-121)

Yes

Yes

ARM-11 ARM

RK-121

T-R121B (Res.)
T-C121(Cap.)

2/5 (DM-121)
4/6 (SRM-121)

DM-181-AL
SXGA TFT
1280x1024

16.7M

250

Yes
15-64KHz
55-75Hz

Yes

40000 hrs

25000 hrs

12VDC or 24VDC
auto-selection

-20°~60°C

0°~50°C

Yes

Yes

ARM-31

T-R181B (Res.)
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XGA TFT
1024x768

16.7M
250(DM-150)

1750(SRM-150)
Yes

15-60KHz
55-75Hz

Yes

50000 hrs
25000 hrs(DM-150)
30000hrs(SRM-150)

12VDC or 24VDC
auto-selection

-20°~ 60°C
0°~50°C(DM-150)

0°~40°C(SRM-150)

Yes

Yes

ARM-11 ARM

RK-150

T-R151B (Res.)
T-C151(Cap.)

4/8 (DM-150)
5/8 (SRM-150)

Aluminum Front Panel Version Available!

Aluminum front panel is the 
best choice for severe environment.
Plastic front panel provides a
light and economical solution.

Auto-Dimming function automatically adjusts
to light sources accordingly.

Protected against 
jets of water from 
all directions

Protected against 
dust (no harmful 
deposit)

Front Panel meet 
NEMA4/IP65 standard



DM & SRM Series Industrial 12.1", 15", 17", 18"
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(SRM: Sun Readable Monitor)

Analog VGA
Input

■ Aluminum/plastic made front panel, meet NEMA 4 or IP65 standard
■ Optional video input function support composite and S-video on 15", 17" and 

18" models only
■ 12VDC or 24VDC (15", 17" and 18" model) input for industrial system integration 

requirement
■ Best panel mount design to directly install the LCD monitor into any

instrument or workstation.
■ SRM series LCD Monitor are with the Sun Readable Ultra High Brightness 

LCD which is best to use at outdoor.
■ Side cabling design to less the LCD monitor's total thickness.
■ Front OSD control keys to adjust the best display quality
■ Front Plastic Panel and Aluminum Housing to less the total weight
■ Ship with Power Adapter for 100-240VAC input
■ Two color choices: Dark Blue (Pantone-433C)/ White (Pantone-413C)

SPECIFICATIONS

■ DM-121 C - M 12.1" LCD monitor with VGA input
■ DM-150 C - M - VI 15" LCD monitor with VGA and DVI input
■ DM-170 C - M - VI 17" LCD monitor with VGA and DVI input
■ DM-181-AL -  VI 18.1" LCD monitor with VGA and DVI input
■ SRM-121 A  C - M 12.1" high brightness LCD monitor with VGA input
■ SRM-150 A  C - M - VI 15" high brightness LCD monitor with VGA and DVI input
■ SRM-170 A  C - M - VI 15" high brightness LCD monitor with VGA and DVI input

Option: ARM-11: Flat Panel Monitor Arm Loading capacity from 3kg~6kg for 
various demands

ARM-31: Flat panel Monitor Arm Loading capacity from 7kg~14kg for 
various demands

Rack mount kit: RK-121, RK-150, RK-170
Touch Screen: T-R121B, T-R151B, T-R170B, T-R181B, T-C121, T-C151, T-C170A

Note: Auto-Dimming function is provided with aluminum front panel version only.

ORDERING INFORMATION

C : Color Code : D : Dark Blue / W : White
M : Front Panel Material Code     AL: Aluminum    None: Plastice
VI : Support video input function    VI: Yes   None: No

Screw 
Bolt

Wall

Wall Mount 
Bracket

Wall

Wall Mount Vibration Kit

Panel 
Mounting

Rack 
Mounting

Rack 
Mount 
Kit

Wall Mounting

ARM
Mounting

A : Support Auto-Dimming function    A: Yes    None: No.

with Auto-Dimming function

Optional Video 
Input function

SRM-121A, SRM-150A SRM-170A


