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AIRCRAFT ANTENNA LIGHTNING ARRESTER

PART NO. 1907-02

Controlling Specifications MIL-A-9094C
National Stock Number (NSN) 5920-01-473-0549
Spark Gap Voltage, 2 MHz 6.5 +..5 kVpk
Insulation Withstand at Max Altitude 14.0 kVpk
Maximum Altitude 50,000 feet
Frequency Range 2 -40 MHz
Maximum RF Current, 2 MHz 20 Arms
Minimum Series Capacitance 2.2nF
Capacitor Withstand Voltage 28 kVdc
Maximum Shunt Capacitance 20 pF

Series Bleed Resistance 1.5 MQ

Resistance Tolerance, factory new
in use

Lightning Stroke Discharge Capacity

+20%
+25%

12 Strokes (MIL-A-9094C)

Maximum Weight 4.6 Ibs
Temperature Range, operate & store -62to +71C
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ANTENNA TERMINAL SPRINGS
SILVER PLATED, FREE TO
COMPRESS INTO & 1.5 TUBE

& .221 6 HOLES
EQUALLY SPACED
ON A @4.75 CIRCLE

/

MOUNTING FLANGE
CADMIUM PLATED

EQUIP TERMINAL
SILVER PLATED
4375-20 UNF-2A

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE
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